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DA16 Series

Electrical Specs

Input

Input range 90 - 264 VAC (wide range)

Frequency 47 -63 Hz

Inrush current 40A @ 230 VAC, cold start @ 25C

Input current 0.18A rms @ 120 VAC; 0.36A @ 240VAC
Efficiency 75% @ full load typical, @120VAC

EMI/RFI FCC Part 15, Subpart B Class B & EN55022

DA16-EU (CISPR 22) Class B, EN55013 and EN50083-2

Safety Ground
DA16-US leakage current 300pA max. @ 50/60 Hz, 230 VAC input
Output
Voltage (Vo) 12.2V
Voltage regulation + 3.5% @ constant voltage mode
Special Featu res Maximum Power (Po) 6w )
Hold-up time 20 ms. typical at full load @ 115VAC
L Overvoltage protection Non-latching type
: /S\wm'lcht:lng' waIInln.)uIntApow;er S uppfl_y . Overload protection Output short circuit protection auto recover.
vailable in multiple AC plug configurations Overload protected @ 150% above maximum
e CEMark EMC&LVD rating.
: Ur“versal f\C 'SPUt Overtemperature
Fully regulate outpu_t . . protection Auto recovery
: %\:erloald and shprt circuit protection Output cable/connector  DC cable with 2.5 mm x5.5mm barrel plug
erma protection barrel polarity DC plug center +v
¢ Designed to meet Blue Angel standard DC plug outer -v
-+ European Code of Conduct compliance
e (Constant voltage
e High efficiency . .
«  High MTBF AC Plug Configuration
e Builtin EMI filter (CISPR 22 Class B)
e LED power good indicator U.S. 2-prong Us
Europe 2-prong EU
United Kingdom 3-prong UK

Operating temperature: 0°C to +40°C ambient

Storage temperature: -40°C to +85°C

Electromagnetic susceptability; design to meet
EN55024 Safety

Humidity: Operating; non-condensing; 5% to

95% RH uL 60950 / 6500
CuL 60950
Vibration: Three orthogonal axes, sweep at 1 NEMKO 60950 | 60065
oct/min. 5 min. dwell at four major resonances 2G TUV 60950
peak 8 Hz to 500 Hz, operational CB Certificate and report

MTBF demonstrated: >550,000 hours at full load CE EMC&LVD
and 25°C ambient conditions

Technical Support: (888) 41ASTEC or (407) 241-2752 ASTEC
Americas: (760) 930-4600 Europe (UK) 44 (1384) 842-211 Asia (HK) 852-2437-9662 rev 02,1005
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Astec House, Waterfront Business Park

Merry Hill, Dudley
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Units 2111-2116, Level 21
Tower1, Metroplaza
223, Hing Fong Road
Fwai Fong, New Territories
Hong Kong
Telephone: 852-2437-9662
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Facsimile: 852-2402-4426
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Ordering Information o
Model Maximum Output Minimum Maximum Peak Regulation? Ripple
Number Power Voltage Load Load Load’ P/P (PARD)3
DA16-120US 16W 12.2v 0.2A 1.33A 1.5A +2% 120mvV
DA16-120EU 16W 12.2V 0.2A 1.33A 1.5A +2% 120mV
DA16-120UK 6w 12.2v 0.2A 1.33A 1.5A +2% 120mV
1. Peak current lasting <30 seconds with a maximum 10% duty cycle.
2. At 25°Cincluding initial tolerance, line voltage, load currents and output voltages adjusted to factory settings.
3. Peak-to-peak with 20 MHz bandwidth and 10 pF in parallel with a 0.1 pF capacitor at rated line voltage and load ranges.
4. Minimum loads are required.
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