13 Watt GD Triple Series DG/DC GConverters

Specifications
Model 12T75.7.12CD
Features On/Off Function
Power 13.0 Watts
Input Parameters
min 9.0 VDC
Voltage Range typ 12.0 vDC
max 36.0 VDC
Efficiency typ 80%
Switching Frequency typ 200 kHz
Output Parameters +5V +7V +12V
min | 490 VDC 6.27VDC 11.95VDC
Voltage Accuracy typ | 5.00VDC 6.57VDC 1220 VDC
max | 5.10VDC 6.87VDC 12.45VDC
min 200 mA 100mA 20 mA
Rated Current max| 1400mA _ 500mA 200 mA
Load Regulation typ 1.5% 2.5% 2.3%
Load = Min to Full Load | max 2.5% 3.5% 3.5%
Line Regulation typ 0.2% 0.4% 0.2%
c Di . Vin = Min to Max VDC max 0.5% 0.8% 0.5%
ase bimension . typo | 40mVp-p 25mVp-p 35mVp-p
Noise, 0 to 20 MHz bw max| 70mVp-p 50mVp-p 75mVp-p
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BOTTOM VIEW SIDE VIEW Case Operating min -40°C
Temperature Range | max 85°C
Storage min -55°C
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g v %"(‘#PUT withstand most solder/wash processes. Careful attention should
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manufacturing process. Converters are not hermetically sealed.
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