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 (T=25oC):

. . . . . . .

POP IOP - 1.0 - 

OP POP 645 650 660

POP - 1.0 2.0 

/ R/ F POP - 0.3 0.5 

ITH CW - 20 25

IF POP - 25 35

UOP POP - 1.1 1.5 

IPD UREV=5.0 V, POP 100 350 - 

ID UREV=5.0 V - 0.01 0.1 

CPD UREV=5.0 V, f=1 MHz - 7 10

RT T=TOP - 10 -

IC POP - - 0.35 

UC POP - - 6.5 

/ DC/DCL - - 9/125 - 

DB - - 900 - 

L - 0.3 - 1.0 

TOP - -20 - +55

TST - -45 - +85

TS - - - 235

tS - - - 3 

194021, , - , .26 .(812) 448-08-98    :(812) 740-17-25



LFO-65-i

-

:

POp max - - - 1.5 

UR max - - - 2.0 

UREV max - - - 10 B

IPD max - - - 1.5 

,

I max - - - 0.1 

ICmax - - - 450
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:

TEC - “ ” – 

Rt -

PD -

LD -

* -  ( )

1 – 0.3 ± 0.1 

2 – 0.5 ± 0.1 

3 – 0.8 ± 0.1 

4 – 1.0 ± 0.1 

:

: 1/ 2 / 3*/ 4 

: FC* / ST / SC
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