EaHittite HMC578LC3B

MICROWAVE CORPORATION v00.0506

RoHSV’ SMT GaAs MMIC x2 ACTIVE FREQUENCY
c MULTIPLIER, 24 - 33 GHz OUTPUT
Typical Applications Features
The HMC578LC3B is suitable for: High Output Power: +15 dBm
* Clock Generation Applications: Low Input Power Drive: 0 to +6 dBm

SONET OC-192 & SDH STM-64
¢ Point-to-Point & VSAT Radios

Fo Isolation: >20 dBc @ Fout= 28 GHz
100 KHz SSB Phase Noise: -132 dBc/Hz
Single Supply: +5V@ 81 mA

RoHS Compliant 3x3 mm SMT Package

7

¢ Test Instrumentation

* Military & Space

Functional Diagram General Description

The HMC578LC3B is a x2 active broadband frequ-
ency multiplier utilizing GaAs PHEMT technology in a
leadless RoHS compliant SMT package. When driven
by a +3 dBm signal, the multiplier provides +15 dBm
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GND I| @ GND 3Fo isolations are >20 dBc and >30 dBc respectively
at 28 GHz. The HMC578LC3B is ideal for use in LO

RFIN E X2 @ RFOUT multiplier chains for Pt to Pt & VSAT Radios yielding
reduced parts count vs. traditional approaches. The

GND | 3) (7 | onD low additive SSB Phase Noise of -129 dBc/Hz at

100 kHz offset helps maintain good system noise
performance. The RoHS packaged HMC578LC3B
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FREQUENCY MULTIPLIERS - SMT

Electrical Specifications, T, = +25° C, Vdd1, Vdd2 = +5V, 3 dBm Drive Level

Parameter Min. | Typ. | Max. Units
Frequency Range, Input 12-16.5 GHz
Frequency Range, Output 24 -33 GHz
Output Power 10 15 dBm
Fo Isolation (with respect to output level) 20 dBc
3Fo Isolation (with respect to output level) 30 dBc
Input Return Loss 10 dB
Output Return Loss 12 dB
SSB Phase Noise (100 kHz Offset) -132 dBc/Hz
Supply Current (Idd1 & 1dd2) 81 mA

For price, delivery, and to place orders, please contact Hittite Microwave Corporation:
7-100 20 Alpha Road, Chelmsford, MA 01824 Phone: 978-250-3343 Fax: 978-250-3373
Order On-line at www.hittite.com
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Input Return Loss vs. Temperature Output Return Loss vs. Temperature
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RoHSV’ SMT GaAs MMIC x2 ACTIVE FREQUENCY
E MULTIPLIER, 24 - 33 GHz OUTPUT
Absolute Maximum Ratings Typical Supply Current vs. Vdd
RF Input (Vdd = +5V) +13 dBm Vdd (Vdc) Idd (mA)
Supply Voltage (Vdd) +6.0 Vdc 4.5 81
Channel Temperature 175°C 5.0 81
Continuous Pdiss (T= 85 °C) 670 mW 5.5 81 7

(derate 7.4 mW/°C above 85 °C)

Thermal Resistance Note:

(channel to ground paddie) 135 °C/W Multiplier will operate over full voltage range shown above.

Storage Temperature -65to +150 °C

Sl D 4010+85°C @ ELECTROSTATIC SENSITIVE DEVICE
OBSERVE HANDLING PRECAUTIONS

Outline Drawing

BOTTOM VIEW
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NOTES:
-C- 1. PACKAGE BODY MATERIAL: ALUMINA

2. LEAD AND GROUND PADDLE PLATING: 30-80 MICROINCHES GOLD OVER
50 MICROINCHES MINIMUM NICKEL.

. DIMENSIONS ARE IN INCHES [MILLIMETERS].

. LEAD SPACING TOLERANCE IS NON-CUMULATIVE

. PACKAGE WARP SHALL NOT EXCEED 0.05mm DATUM

. ALL GROUND LEADS AND GROUND PADDLE MUST BE SOLDERED
TO PCB RF GROUND.

7. CLASSIFIED AS MOISTURE SENSITIVITY LEVEL (MSL) 1.

o o AW

For price, delivery, and to place orders, please contact Hittite Microwave Corporation:
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Order On-line at www.hittite.com



cHittite

MICROWAVE CORPORATION v00.0506
RoHSY’

HMC578LC3B
SMT GaAs MMIC x2 ACTIVE FREQUENCY

c MULTIPLIER, 24 - 33 GHz OUTPUT

EARTH FRIENDLY

Pin Description

Pin Number Function Description Interface Schematic
GND
1379 GND Package bottom must also be connected
7 B to RF/DC ground. L
Pin is AC coupled and matched to 50 Ohms
2 RFIN from 12 - 16.5 GHz. RFINO—{ |—
These pins are internally not connected; however,
4-6,11 N/C this product was specified with these pins connected
to RF/ DC ground.
Pin is AC coupled and matched to 50 Ohms
}—O RFOUT
8 RFOUT from 24 - 33 GHz. —
vdd1,
Vdd2
Supply voltage 5V + 0.5V. External bypass capacitors
10,12 Vddz2, Vadi of 100 pF, 1,000 pF and 2.2 pF are required.

FREQUENCY MULTIPLIERS - SMT
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Application Circuit

Component Value J3 0 0Js
C1,C2 100 pF
C3,C4 1,000 pF J_ J_ J_ J_ J_ J_
- " C1I CSI CSI C2I C4I CSI
12 10
vdd1 Vdd2
2 8
O———— RFIN RFOUT ——O
J1
HMC578LC3B 2
GND
1,3,7,9
J4a =

Order On-line at www.hittite.com
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Evaluation PCB
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List of Materials for Evaluation PCB 112409 ['!

The circuit board used in the final application should

Iltem Description

J1, 2 PCB Mount SRI K Connector be generated with proper RF circuit design tech-
13-J5 DC Pin niques. Signal lines should have 50 ohm imped-
c1.c2 100 pF Gapacitor, 0402 Pkg. ance while the package ground leads and exposed
C3.C4 1,000 pF Capacitor, 0603 Pkg. paddle should be connected directly to the ground
C5.C6 2.2 uF Tantalum Capacitor plane similar to that shown. A sufficient number of
U1 HMC578LC3B x2 Active Multiplier via holes should be used to connect the top and
PCB [2] 111173 Eval Board bottom ground planes. The evaluation circuit board

[1] Reference this number when ordering complete evaluation PCB shown is available from Hittite upon requeSt'

[2] Circuit Board Material: Rogers 4350

For price, delivery, and to place orders, please contact Hittite Microwave Corporation:
20 Alpha Road, Chelmsford, MA 01824 Phone: 978-250-3343 Fax: 978-250-3373
Order On-line at www.hittite.com

~

FREQUENCY MULTIPLIERS - SMT

7-105




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


