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Hyperabrupt Junction Tuning Varactor SKYWORKS'

SMV1130 Series

Features
m High Tuning Ratio

m Low Series Resistance
m SOD-323 and SC-79 Packages

m Designed for High Volume, Low Cost
Applications

m Available in Tape and Reel Packaging

Description
The SMV1130-011 and SMV1130-079 are surface mount
varactor diodes in the SOD-323 and SC-79 plastic Absolute Maximum Ratings
packages. They are designed for very high capacitance Characteristic Value
tuning ratio while having low series resistance, which makes
these devices especially attractive for wideband VCO Reverse Voltage (V) 26V
applications. Forward Current (Ig) 20 mA
Power Dissipation (Pp) 250 mwW
Storage Temperature (TsT) -55°C to +150°C
Operating Temperature (Top) -55°C to +125°C
Electrical Specifications at 25°C
Parameter Condition Min. Typ. Max. Unit
Reverse Current (Ig) Vg =21V 20.00 nA
Capacitance (Cy) Cr@1V,VgR=1V,F=1MHz 17.40 21.20 pF
Capacitance Ratio (Ctgr) Cr(AV)ICT(3BV) 1.47 1.76
Capacitance Ratio (CtR) Cr(AV)ICT(9V) 3.70 4.50
Series Resistance (Rg) Vg =1V, F =500 MHz 0.80 Q
Breakdown Voltage (VgRr) Ir =10 pA 26.00 \%
e ("
Single Single
SOD-323 SC-79
SMV1130-011 SMV1130-079
Ls=15nH Ls=0.7 nH
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Hyperabrupt Junction Tuning Varactor

SMV1130 Series

Typical Performance Data
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Capacitance vs. Voltage

S0D-323

0.090 (2.30 mm) MIN.
0.108 (2.74 mm) MAX.

V 0.010
r (0.25 mm) MIN.
0.045 (1.15 mm) MIN. m— 0.016
0.053 (1.35 mm) MAX. = 5 7 (0.40 mm) MAX.
T —>| L— 0.063 (1.60 mm) MIN.
CATHODE 0.071 (1.80 mm) MAX.
INDICATOR
' 0.008 (0.20 mm) NOM.
0.006 I ) 0.050
(0.15 mm) TYP. —* + +(1.25 mm) MAX.
*_,| |<_ t 0.004 (0.10 mm) MAX.

0.010 (0.25 mm) MIN.

SC-79

CATHODE 0,006 (0.15 mm) MIN.
INDICATOR

0.010 | 0.028
1 2
(0.25 mm) MIN. L[ \§ :I * (0.700n2)rg£)3MlN.
0.014 I |\ .
(0.35 mm) MAX. f | + (0.90 mm) MAX.
[

|<— —_—

0.060 (1.50 mm) MIN.
0.067 (1.70 mm) MAX.

0.043 (1.10 mm) MIN.
0.051 (1.30 mm) MAX.

- —
10° MA/XV /‘\__+ 0.020
0.003 ' (0.50 mm) MIN.
(0.07 mm) MIN. + 0.028
0.008 — —__ (0.70 mm) MAX.
(0.20 mm) MAX. * \/l/_{

10° MAX.

Capacitance vs. Voltage

VR (V) Cr (pF)
0 27.6
1.0 18.5
2.5 12.8
5.0 7.9
10.0 3.8
15.0 2.6
20.0 2.0
25.0 1.8

SPICE Model

PORT

P_anode

port=1
IND

R =Rg CAP

DIODE T
Varactor_Diode —
AREA =1 N\
MODEL = Diode_Model
MODE = nonlinear

PORT
P_Cathode
port =2

DIODEM
Diode_Model
Is = 1.00e-14
RS =0
N=1

TT =0
Ci0=Cso
M=M

VJ = VJ
Ec=1.11
XT| =3
KF =0

AF =1

Fc =05
B\/ =0

lgy = 1e-3
Isr=0
NR =2
IKF =0
NBV =1
Iy =0
NpvL =1
Tev1=0
Tnom = 27
Fre=1

Part Cio V; Cp
Number ©F) | W) M (pF)

Rs | Ls
(Q) | (nH)

SMV1130-011 | 25.8 10.0 3.7 1.8

0.8 15

SMV1130-079 | 25.8 10.0 3.7 1.8

0.8 0.7
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