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PVC SLEEVE

ELECTRICAL CHARACTERISTICS @ To- 20°C, 120Hz (UNLESS OTHERWISE SPECIFIED)

PARAMETER | SYMBOL | MIN | MAX | UNITS | TEST CONDITIONS
CAPACITANCE C 312 | 468 | uF 0.5Vrms
WORKING VOLTAGE | V. 16 v
SURGE VOLTAGE Vsurae | 20 v
LEAKAGE CURRENT | Ig¢, 1872 | WA | 1 MNUTE
DISSIPATION FACTOR | tanb 0.16
MPELANCE 5 oz [ 100KHZ, +20°C
0.55 0OKHZ, 10 °C
RIPPLE CURRENT | RPPLE 635 | mA | Ta- 105°C. 100KHZ
OPERATING Tee |55 [ +05 | =c
TEMPERATURE RANGE

MAXIMUM PERMISSIBLE RIFPLE CURRENT
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NOTES:

1. MATERIAL: ALUMINUM ELECTRALYTIC.

Z, SOLVENT FROOF END SEAL,

F. DIMENSIONS ARE METRIC.
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CAPACITOR, ALEL, RADIAL,

FRACTIONS DECNALS ANE_FS
FREQUENCY N Hz TEMPERATURE | 85°C | 105°C e Beaks 390uF, +20%, 16V
S0 120 | 300 1K 10K 100K MULTIFLIER 1.75 1 THRD ANGLE PROECTON  [SZE [FSCM NQ. DWG NO REV
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